
DMX CO2 Jet Instructions 

Thank you for purchasing Salvin’s DMX CO2 Jet.  When used within specifications, the DMX CO2 Jet 

should add years of excitement to your productions, nightclub, or events.   

The Salvin DMX CO2 Jet has two modes of operation:  

DMX Mode – Jet is activated by a DMX controller.  Power is always supplied to the power cord. 

LOCAL Mode – Jet is activated when power is supplied to the power cord.  Jet is deactivated when 

power is no longer supplied to the power cord. 

 

 

 

Configuring the DMX CO2 Jet for your desired mode of control 

LOCAL Mode:  To use the DMX CO2 Jet in Local mode, all that you need to do is flip the rocker switch to 

the LOCAL position (as shown in figure 1).  Once the rocker switch is positioned in this mode, all other 

configuration switches become irrelevant.  The DMX CO2 Jet will now operate the same as all previous 

generations of the Salvin CO2 Jet – Apply power to the power cord, the CO2 Jet is activated – The Jet is 

deactivated when power is no longer supplied to the power cord. 

 

Figure 1 

 

 



DMX Mode:  To use the DMX CO2 Jet in DMX mode, you will need to do a little bit of configuring.  For 

starters, you need to flip the rocker switch to the DMX position (as shown in figure 2). 

 

Figure 2 

DMX Addressing:  The next bit of configuration is to set the DMX512 address on the dipswitches (as 

shown in figure 3).  This is done using the standard “binary” addressing technique as used on many 

DMX512 lighting and effects fixtures.  There is a guide imprinted on the DMX CO2 Jet to remind you of 

the values of each switch.  Refer to the index for a table listing dipswitch positions for each address.  

 

Figure 3 

Note:  If you are using address “1”, dipswitch #1 can be set to “ON” or “OFF”.  The unit is setup so that 

when all dipswitches are “OFF” the address equals “1”.  The unit can be set either way for address “1” 

IMPORTANT NOTE:  When using DMX Mode, Dipswitch #10 must be set to “OFF”.  If dipswitch #10 is 

set to “ON”, DMX control will not function properly. 



DMX Mode LED Indicators:  The DMX CO2 Jet provides two LED indicators that highlight normal 

operation when the unit is configured to be used in DMX mode: 

Green (Power):  This LED lights to indicate that the DMX CO2 Jet has power. 

Red (DMX Status):  This LED indicates the status of the DMX input. 

 With no DMX present, the LED flashes about once per second. 

 When the DMX CO2 Jet is receiving valid DMX packets, the LED flashes at a much faster rate, 

many times per second. 

 If a valid DMX stream is not sensed after a period of ~150ms, the LED will revert to a slow 1 

second flash, and the DMX CO2 Jet will not fire. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 



 

 


